
                                                                                                                                                                                                                                     

GSM Range:  200 t0 500
Machine Deckle:  166 to 175 cms/ 208 to 213 cms
Application: Packaging Board, Pharmaceutical Cartoons, Advertising Pamplets, Multi Color Printing Job
S.
 No.

Parameters
Toler-
 ance

1.
Substance -
 GSM

200 230 250 285 300 320 350 400 450 500
(+/-)
 3.5%

2.
Caliper -
 Thickness (mm)

0.24 0.281 0.305 0.348 0.366 0.391 0.434 0.496 0.563 0.625
(+/-)
 5%

3. Bulk (cc/gsm) 1.2 1.22 1.22 1.22 1.22 1.22 1.24 1.24 1.25 1.25
(+/-)
 5%

4. Moisture(%) 6.5 6.5 6.5 6.5 7 7 7 7 7.5 7.5
(+/-)
 1%

5.
Cobb
 Value

Top 40-60 40-60 40-60 40-60 40-60 40-60 40-60 40-60 40-60 40-60
Bottom 60-100 60-100 60-100 60-100 60-100 60-100 60-100 60-100 60-100 60-100

6.
Stifness
 (aber)

MD 40 55 75 95 110 130 160 220 300 350 (+/-)
 1%CD 14 25 25 35 40 45 55 70 105 125

7. Brightnes(%) 76 76 76 76 76 76 76 76 76 76
(+/-)
 1%

8. Gloss(%) 45 45 45 45 45 45 45 45 45 45
(+/-)
 1%

9. B.F. 14 14 14 14 14 14 14 14 14 14
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Roghness PPS
 (Microns)(+/-0.5%)

2.0 - 2.5 max Wax pick No. (Min.)

PlyBond (Scott) 65 - 7- Surface PH
IGT Dry Pick >0.7 m/sec SOAT (Sect)
  BOARD CONSTRUCTION
                                              

TOP COATING
Clay Coating - 10 G/M2 (+/- 1
GSM)

                                              
PRE COATING

Clay Coating - 10 G/M2 (+/- 1
GSM)
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